
QSFPO SERIES

4 channels (8 pair) transmitting 
up to 10.5 Gbps per lane; 
aggregate bandwidth 
42 Gbps

Lightweight

Virtually 
zero 
crosstalk

QSFPO–001.0–01

One piece 
“direct attach” 
assembly

Compliant 
to QSFP

WWW.SAMTEC.COM

Note: Some sizes, styles and 
options are non-standard, 
non-returnable.

F-211-1

QSFP+  ACTIVE  OPTICAL  CABLE

QSFPO 01CABLE LENGTH

–XXX.X
= Length in meters

–001.0 = 1m to –100.0 = 100m

SPECIFICATIONS Mates with:
QSFP8

Shield removed to show assembly detail.

APPLICATION

QSFPC

QSFP8

QSFPO

Small diameter cable (3mm) 
for increased airfl ow in a rack

QSFPC/QSFP8 cage & connector kit available (QSFPK Series).

Infiniband
Ethernet

Contact Samtec at 

www.samtec.com

Protoc
ols

Suppo
rted

For complete specifi cations 
see www.samtec.com?QSFPO

Insulator Material: 
Black LCP
Contact Material:
Phosphor Bronze
Ground Plane:
Phosphor Bronze
Terminal Material:
Phosphor Bronze
Shield:
Phosphor Bronze

(8.5) 
.33

CABLE  LENGTH

(3,00).118 DIA

(67,45) 2.66(99,50) 3.92


