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Magnetic properties Conditions Min Typ Max Unit
������at 20°CPull-In

KMS-31Test equipment

Contact data  75 Conditions Min Typ Max Unit
����	
��������	����	���������

not to exceed their individual max.'sContact rating
����DC or Peak ACSwitching voltage  (<31 AT)
����DC or Peak ACSwitching current
��DC or Peak ACCarry current

������������ �!�"������#��$� ! �$�
Start ValueContact resistance static

%�����RH <45 %, 100 V test voltageInsulation resistance
�����according to IEC 255-5Breakdown voltage  (20-30 AT)
�����measured with 40% overdriveOperate time incl. bounce
�����measured with no coil excitationRelease time
&'���@ 10 kHz  across open switchCapacity

Special Product Data Conditions Min Typ Max Unit
B - NCContact - form

�������measured with 40% overdriveSensor-resistance
Makrolon 2805 grey, Bayer AG D-51368 Leverkusen,Housing material

PolycarbonatHousing material
1. Silikon RTV627 INDEG GmbH Emil-Kömmerling-Str. 5,Sealing compound

D-66954 PirmasensSealing compound
Colour: dark grey; useful temperature range: -60 to 204°CSealing compound

Mixing: RTV627A base component andSealing compound
RTV627B curing agent in 1:1 ratio by weight or vol.Sealing compound

Operate temperature: 21°CSealing compound
2. Polyurethan PU570 WEVO Chemie GmbH,Sealing compound

Mergenthaler Str. 13, D-73760 Ostfildern-KemnatSealing compound
Colour: dark grey, operate temperature -40 to 130°CSealing compound

Quota of the filling substances:100 parts of vol.PU570 andSealing compound
26 parts of vol. Harder 300, operating temperature 21°CSealing compound

Environmental data Conditions Min Typ Max Unit
(��1/2 sine, duration 11ms, in 3 axisShock
()�from  10 - 2000 HzVibration
*+�,��Operating temperature
*+�,��Storage temperature

Customer side Conditions Min Typ Max Unit
Tyco housing 172165-1/sockets 171639-1Connector

Cable specification Conditions Min Typ Max Unit
oil resistent round cable H05RN-F 2x0,75 mm², black,Cable type

Colour of wires: brown and blueCable type

Modifications in the sense of technical progress are reserved

27.07.10 DKUECHLER

DVUCKOVIC 19Version:

Designed by:

Last Change at:

Designed at:

Last Change by:05.12.11 AWEBER

DKUECHLERApproval by:

Approval by:

27.07.10

Approval at:

Approval at:

05.12.11



Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 Standex Electronics:   

  MK08-1B84-BV400

http://www.mouser.com/meder
http://www.mouser.com/access/?pn=MK08-1B84-BV400

