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RECOMMENDED PANEL CUT—-OUT
SPECIFICATIONS:
] Material:
Insulator: Nylon 66, glass reinforced, rated UL 94V-0
Insulator color: Black
Contacts: Brass
Plating:
T UNLESS OTHERWISE SPECIFIED
M__Mor\n_w\mm_”ﬂ OOUUOﬂ CDQQﬂU_Qﬁm overall ALL DIMENSIONS ARE MM [INCHES] bbbg ﬂmOI
Operating voltage: 250 VAC amz%m@z%mw” EXCEPT hwfmzmoﬁo 909 _Nm3<<m< Avenue, Union, NJ 07083
A Current _\Dﬁjﬂn UL & CSA: 15 >3)Uw max X H;o DX M;o _UT_O:m @O@u@@ﬂumooo _umx @O@u@@ﬁu@NAO
VDE: 10 Amps max o xoie Gox xoio
Insulation resistance: 100 Mohms min @ 500 VDC NS T IEC MALE INET, SNAP-IN PANEL MOUNT
Dielectric withstanding voltage: 2,000 VAC for 1 minute W
Temperature Rating: DRAWN DY 5/13/10 1.0mm PANEL, .250" QUICK CONNECTS
Operating temperature: —25°C to +70°C SIZE [PART NO. REV.
Environmental: mzﬁ_uur_um. Sl X IEC-C-2-100-TBPS -
Lead free, RoHS compliant APPROVED REF: 8000377 | scaLe: NTS ] SHEET 1 OF f
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